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1.1 General

ZZIPCO elevator roller guides provide the best quality, delivery and price. All ZRG-6 Roller Guides are
completely inspected and packaged in perfect condition. Please do not hesitate to contact ZZIPCO for
additional information. Read all instructions carefully for best results.

1.2 Proper Alignment and Installation.
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1 — Proper alignment required (90° at all faces).

Modification:

Date:
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3 — Proper alignment required (90° at all faces).

Modification:

Date:
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4 — Improper alignment.

C-D LESS [THAN 1/4’

5 — Check distance from rail to each side roller wheel. C-D= less than 0.25".

Modification:

Date:
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7 — If face roller wheel don’t skid by hand, make the proper adjustment.

Modification:

Date:
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8 —If side roller wheel does not skid by hand, verify the proper adjustment. If movement is too free
or toohard to move; make the appropriate adjustment.

1.3 Adjustments.

ZRG-6 Elevator Roller Guides have been designed with several adjustment features to compensate for
adverse operation conditions and to reduce noise.

Elevator personnel could easily adjust the ZRG-6 Roller Guides to optimize the elevator ride quality. It is
important to verify that the guide rails have the correct alignment and are clean, this is to minimize bumps,
noise and vibrations.

A proper adjustment make possible to skid the wheel over the face of the rail with moderate effort. There are
two main adjustments in each wheel, first the pressure of the wheel has to be adjusted over the face of

the rail, adjust the nut and double nut on each spring to get the measurement X to be 3/16” to 3/8”, this
adjustment will give a pressure over the face of the rail between 24 to 48 Ibf (pound-force).

Modification:

Date:
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The second adjustment of the wheel is the stopper gap Y; this will give how much the wheel is allowed to
get back. The measurement Y has to be 1/16.

The same adjustments have to be done to each roller wheel.

Modification:

Date:
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1.3 Spare Parts.

ZZIPCO provides spare parts for the ZRG-6 Roller Guide. Please locate the appropriated part number for

the part you need.
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NO QTY DRAWING. NO PART NAME REMARKS
PO1 1 CB4C0014 P01~P03 FRAME
P02 3 CB4C0015 GO1 ROLLER WHEEL ASSY
P03 2 CB4C0016 GO01 LEVER ASSY
P04 1 CB4C0016 GO2 LEVER ASSY
P05 2 CB4D0019 P01, P03 ROLLER SHAFT
P06 1 CB4D0019 P02 ROLLER SHAFT
Po7 3 CB4D0020 P01 LEVER SHAFT
P08 2 CB4D0021 P02, P03 SIDE ROLLER COLLER
P09 1 CB4D0021 P01 CTR ROLLER COLLER
P10 3 CB4D0021 P04 LEVER COLLAR
P11 3 HX9BS3 H30 SPRING
P12 3 126D079 HO1 SPRING SEAT
P13 3 126D079 HO2 SPRING SEAT
P14 3 HX16A H12 STOPPER
P15 3 M10Xx120 STUD BOLT
P16 3 M10%100 STUD BOLT
P17 1 126C089 GO1 COVER ASSY
P18-1 3 M16 HEX NUT
P18-2 3 M16 SPRING WASHER
P19-1 3 M12 HEX NUT
P19-2 3 M12 SPRING WASHER
P20-1 6 M10 HEX NUT
P20-2 6 M10 SPRING WASHER
P21 6 M10 HEX NUT
pP22-1 4 M16X%50 HEX BOLT
P22-2 4 M16 HEX NUT
P22-3 4 M16 SPRING WASHER
P22—-4 4 M16 PLAIN WASHER
P23 2 M8x15 HEX SEMS BLOT

Modification:

Date:




